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Common configurations

•	 Fradiflex premium.
•	 Streamform + Fradiflex (Wall joint / slab)
•	 Fradiflex connection - PVC Joint

Complementary assembly elements

•	 20075 Wire 3mm

Code 74151

Description Fradilex Premium 150 MM 
with hanger (25M)

Units m2

Weight 1,19 kg

Units per pallet (box or pieces) 36

Units per pallet 900 ml

Secondary packaging box 25 M box

FRADIFLEX®

Coated metal 
Waterstop

The Fradiflex® metal waterstop from MAX FRANK with 
full bonding to fresh concrete meets the requirements 
of the guideline for watertight structures and provides a 
safe and cost-effective joint seal.

The bond between the blocking sealed and special 
coated adhesion and the fresh concrete is especially 
strong and prevents lateral water infiltration (water 
penetration resistance).

The Fradiflex® metal waterstop system for reinforced 
concrete structures provides a solution to the various 
designs for in-situ and prefabricated concrete 
constructions.

Advantages

•	 Galvanized steel sheet with a bitumen-free special 
coating guarantees a sustainable sealing

•	 Metal waterstop with CE mark
•	 Tested for a 50 m of water column
•	 Self-adhesion sealed joints, no welding required
•	 Sealing of all joint’s construction without concrete 

upstand
•	 Reduced assembly times thanks to integrated fixing 

angles
•	 Fradiflex® on a roll saves time and guarantees safety.


